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FK-Mesa Backdraft Filter-Tables. F9 or HEPA H13 or Active Carbon 
Filter. Table Width 1m or 1.4m. Adjustable Height 0.8-0.95m. 

FK-Mesa is a Complete Workstation with Clean Air                                                                                                          
FK-Mesa is a complete “Plug and Play” workstation where 
dust, fume and gases will be extracted backwards instead of 
reaching the operator. It will solve your “Health and Safety” 
problems. Just place it where it is needed and “Plug it in”. 
Dust, Fume or Gases will be extracted backwards and will 
not be inhaled by the operator. The contaminated air will 
be cleaned by the built in Filter (F9) or (HEPA H13) or 
(Active Carbon) and be returned to the premises. 
FK-Mesa F9 or FK-Mesa HEPA H13.                                                                                                                                
For normal dust the FK-Mesa F9 with F9 Filter Box (10m2) is 
recommended. For fine or dangerous dust, the FK-Mesa 
HEPA with HEPA H13 Filter-Box (9m2) is recommended. 

FK-Mesa AC (Active Carbon).                                                                                                                                     
FK-Mesa AC is recommended for Cleaning/Degreasing, 
Conservation, Gluing/Bonding, Molding, Screen Printing etc. 
The FK-AC has a 15Ltr/7kg active carbon filter cartridge with pre-filter fleece. 

Unique Regulating Damper. The FK-Mesa Filter-Tables are as standard equipped with a Backdraft 
Box with funnel-shaped vertical extraction openings. A horizontal “Guillotine” damper makes it 
simple to adjust the width of the openings from totally open to fully closed. If the FK-Mesa is 
equipped with an Extraction-Arm (Extra Equipment) you close the damper to use it.  

Side Shields.                                                                                                                                                          
The FK-Mesa Tables are equipped with easy to open Side Shields to accommodate long work pieces.  

   Art. No. 

FK-Mesa F9 Filter-Table/1m(W). 1-Ph/1.1Kw/220V/50Hz/F9 Filter-Box 10m2.  1mx1m. P-989 
FK-Mesa HEPA Filter-Table/1m(W). 1-Ph/1.1Kw/220V/50Hz/HEPA H13 Filter Box 9m2.  1mx1m.      P-990 
FK-Mesa AC Filter-Table/1m(W). 1-Ph./1.1kW/220V/50Hz/Active Carbon 15Ltr/7kg. 1mx1m. P-991 
FK-Mesa F9 Filter-Table/1.4m(W). 1-Ph/1.1Kw/220V/50Hz/F9 Filter-Box 10m2.  1.4mx1m. P-992 
FK-Mesa HEPA Filter-Table/1.4m(W). 1-Ph/1.1Kw/220V/50Hz/HEPA H13 Filter Box 9m2. 1.4x1m.        P-993 
FK-Mesa AC Filter-Table/1.4m(W). 1-Ph./1.1kW/220V/50Hz/Active Carbon 15Ltr/7kg. 1.4mx1m. P-994 
Replacement F9 Filter-Box 10m2. P-976         
Replacement HEPA H13 Filter Box 9m2. For FK/FMK, All MF Models Low/High (Not ECO Models)  P-967 
Replacement Active Carbon Filter Cartridge 15Ltr/7kg with Pre-Filter Fleece.  P-961 
Flexi FLB Extraction-Arm d.160mm/1.5m/Vit.   P-788 
Flexi FLB Extraction-Arm d.160mm/2m/Vit.  P-789 
Flexi FLB Extraction-Arm d.160mm/3m/Vit.  P-790 

 


