
Technical Data
Fika-Flex 500 HEPA H14 

Fika-Flex 500 with HEPA H14 Filter for Virus and Bacteria. 

Avoid infecting each other in the Coffe Room or Meeting Room. 

• "Showers" 500m3 Clean Air over your table every hour and pushes away Virus/
Bacteria. Same technic as in operating theatres.

• The HEPA H14 Filter has more than 99.995% efficiency on Micro-Particles and

Virus/Bacteria.

• The Horisontal Diffusion Hood can be moved Upwards/Downwards 0.5m extremly

easy thanks to the parallellogram technic inside the hose. Stays Horisontal.

• Less "Sick Leave" because of common Colds keeps the costs down and your

collegues will be at work.

• The World Health Organization (WHO) says that Micro-Particles in the air in Cities,

cause miljons of deaths in Respiratory Deseases every year. And it will become

worse!

*Use Google Translate to translate to your own language. translate.google.com



General Information 

Fika-Flex 500 HEPA H14 "Clean-Air Shower". 

Immediately 99.995% Clean Air "Where People Meet". 
Fika-Flex is a "Clean Air Shower'' for Coffee-, Lunch- and Meeting Rooms and Offices. 

With a flexible arm with hose and diffusion hood You 

can direct 99.995% clean air over areas "where people 

meet". The contaminated air over and around a table 

will be pushed" away. The area will immediately be 

almost 100% free of Dust, Virus and Bacteria. 

The Fika-Flex has the capacity to renew the air over the 

table once a minute. It will decrease the risk that people 

infect each other around a table. Less Colds or Flues will 

help any business. 

A Clean-Air Room at the same Time. 

The Fika-Flex is immediately distributing 99.995% clean air where You want it. After some time it has 

aloso cleaned the entire room. The room will be 98-99% free of Dust(Virus/ Bacteria. 

Fine dust is, according to WHO (World Health Organization), already today one of the main reasons for 

mortal lung-diseases. Millions of people die unnecessarily every year. 

Draft Free Diffusion of Clean Air. The 99.995% clean air is diffused from along the bottom side of 

the diffusion hood and is spread down over the table and the people around it. The cleaned air is colder 

than the air over the table as it is taken into the Fika-Flex at the floor. The fact that colder air is "falling" 

downwards create a draft free environment. The airflow can be adjusted from 0-500m3/h. 

The diffusion hood can be moved up/down 0.Sm horizontally and stays in position. 

The Fika-Flex is designed with 2 efficient Filters. 

1. FS prefilter. Makes the HEPA H14 filter last longer.

2. HEPA H14 filter (8m2) with 99.995% efficiency. With certificate and leak test.

Highest Quality and simple to use. 

The Plymoth Fika-Flex is designed in a very robust way of highest quality materials. It has a low noise 

level. 4 Heavy Duty Castors with Brakes makes it very easy to move. The Fan is equipped with an 

EC motor 1-phase, 220V with variable speed control. Just plug it in and get Clean Air. 

Profitable investment. The Fika-Flex is paid back in a year as You get less sick leave caused by Colds 

and Flues. You also get lower cleaning costs as it captures particles and dust. 

Art. No. 

Fika-Flex HEPA H14 (8M2). EC Fan 1-Phase/175W/220V/50Hz. Ind. d.160mm/2m Diffusion-Arm. P-955

Replacement Prefilter FS/GT4 for Fika-Flex and Denta-Flex. P-995

Replacement HEPA H14 (8M2) for Fika-Flex, Labbe and Denta-Flex. 305x305x200mm. P-954



A Good Investment. 

An Investment in a Fika-Flex SOO Airpurifier is often paid back in less 

than a year. You get Less Sick-Leave and Lower Cleaning Costs. 

The Fika-Flex SOO is designed in a very robust way and of highest quality 

materials. 

It is delivered with 4x125mm castors with brakes. Legs 125mm high can 

be ordered separately. The door of all VBF filters is locked with 2 bolts 

to avoid that it is opened by mistake. For extra security there is a 

magnet breaker which will switch off the current when the door is 

opened. 
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Movability of Diffussion Hood (mm). 
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The recomended Height From the Table-Top to the Bottom of the 
Diffussion Hood is 0.5m-0.9m. 

The lowest possible Height from the Floor to the Bottom of the Diffussion 

Hood is ea. 1.2m. 

The highest Position from the Floor to the Bottom of the Diffussion Hood 
is ca.1.7m. 

The Vertical Movement of the Horisontal Diffussion Hood is ca.O.Sm 



Design Fika-Flex 500.

(8m2).

.___11.



Change of Filters (1-2 Times a Year). 
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Recomended Steps for replacing Filters. 

1. Switch off the Fan on the Unit and disconnect Plug!

2. Use adequate Safety Clothing!
3. Loosen the two MS Safety Bolts on the middle Exenter Locks.
4. Open the 6 Exenter Locks and lift off the Door. Put it in a safe

Place.
5. Loosen the two HEPA Filter Holder Screws on the Top of the Unit.
6. Pull the HEPA Filter out.
7. Put in a new HEPA Filter with the Rubber Seal downwards.
8. Tighten the Screws on Top of the Unit again.
9. Pull the G4 Prefilter out and replace it with a new. Seal downwards.
1 0. Put the door back and lock it with the 6 Exenter Locks.
11. Lock the two middle Exenter Locks with the two MS Bolts.

Plug in the Fika-Flex again and it is ready for use. 
Dispose of the old Filters according to Local Laws/Regulations. 
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