Complete Work Station for Gases/Odours. Sitting Work Position.
MF-AC Filter-Tables/Low are complete “Plug and Play” workstations for sitting work position. It will
solve your “Health and Safety” problems. Perfect for:

1.
2.
3.
4.
5.

Cleaning/Degreasing.
Conservation.
Gluing/Bonding.
Moulding.

Screen Printing.

Just place the MF-AC Filter Table where it is needed and “Plug it in”. Gases/Odours will be extracted
downwards and will not be inhaled by the operator. They will be cleaned by the built in Active
Carbon Cartridge (15Ltr.) and returned to the premises. The Cartridge has an Outside Pre-Filter.

Adjustable Table Height and 2 Table Sizes.

The MF-AC Filter-Table/Low is as standard equipped with height adjustable legs. The Table Height is
adjustable from 0.65-0.8m. Always a Comfortable and Ergonomic work position. There are 2 table
sizes: 0.6m(W)x0.7m(D) and 0.9m(W)x0.7m(D). Can be equipped with heavy duty castors (P-956).

Side- and Back Shields.

The MF-AC Filter-Table can be equipped with 200mm or 400mm high Back and Side Shields (to be
ordered separately). The Side Shields can be put up/down in seconds with the “Quick Release” to
make room for long work pieces. The 400mm high Back Schield is prepared for a Fluoroscent Light.

Art. No.

MF-AC Filter-Table/Low. 1-Phase/1.1Kw/220V/50Hz, Active Carbon Filter Cartridge 15Ltr. with P-977
Outside Pre-Filter Fleece. Table 0.6m(W)x0.7m(D)x4mm.

MF-AC Filter-Table/Low. 1-Phase/1.1Kw/220V/50Hz, Active Carbon Filter Cartridge 15Ltr. with P-978
Outside Pre-Filter Fleece. Table 0.9m(W)x0.7m(D)x4mm.

Replacement Active Carbon Filter Cartridge 15m3 for MF Low Models (Not ECO Models). P-961
Heavy Duty Castors with Brakes (125mm) 4 pcs. Fit directly on MF Filter-Table or on the Legs. P-956
Back- and Side Shields 200mm high for table 0.6m(W)x0.7m(D)x4mm. P-930
Back- and Side Shields 400mm high for table 0.6m(W)x0.7m(D)x4mm. P-931
Back- and Side Shields 200mm high for table 0.9m(W)x0.7m(D)x4mm. P-937
Back- and Side Shields 400mm high for table 0.9m(W)x0.7m(D)x4mm. P-938
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